
5/8" TYPE X GYP BOARD
ON 3 5/8" MTL
STUDS, @ 16" O.C.

CONT. BOTTOM TRACK

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

WALL TYPE W1 WALL TYPE W1a

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

CONT. BOTTOM TRACK

5/8" TYPE X GYP. WB ON 3 5/8" MTL
STUDS, @ 16" O.C. SINGLE SIDE

NO SOUND RATING

NO SOUND RATING

WALL TYPE W2

5/8" TYPE X GYP. WB
ON 3 5/8" MTL STUDS, @ 16" O.C.

CONT. BOTTOM TRACK

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

PONY WALLS AND

WALLS 6"- 2'-0"

ABOVE CEILING

NO SOUND RATING

1 HOUR PARTITION

PER UL #465 TO ROOF

DECK

2 LAYERS 5/8" TYPE X
GYP BOARD  ON 3 5/8" MTL
STUDS, @ 16" O.C.

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE
AS REQ'D.

WALL TYPE W3

NO SOUND RATING

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION

CONT. BOTTOM TRACK

5/8" TYPE X GYP WB OVER
LEAD LINING UP TO 7'-0"
OVER 3 5/8" MTL
STUDS, @ 16" O.C.

CONT. 3 5/8" STUD TO DECK
CONT. 1 LAYER OF GYP BD

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE
AS REQ'D.

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

CONT. BOTTOM TRACK

WALL TYPE W4

NOTE: PARTITION SHALL BE  SEALED
AIRTIGHT FOR FULL HEIGHT, TAPE FINISH
ALL GYP. BD. JOINTS & FASTENERS,
CAULK PERIMETER AND ALL PENETRATIONS

SOUND RATING

STC 50

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

SMOKE PARTITION PER NFPA

80-OPENINGS PER

UL #1784

WALL TYPE W5a WALL TYPE W5b

SOUND RATING

STC 35

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

CONT. BOTTOM TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

1 LAYER OF
5/8" TYPE X GYP.
WB 5/8" MR GYP.

WB AT PSYCH.

OBSERV. ONLY

6" SOUND ATTENUATION
INSULATION

SOUND RATING

STC 50

WALL TYPE W5

3 1/2" SOUND ATTENUATION
INSULATION

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

CONT. 3 5/8" STUD TO DECK
2 LAYERS GYP BD
ONE SIDE ONLY W/ SOUND BATT
BEGIN 6" ABV. SCHED. CEILING

NOTE: PARTITION SHALL BE  SEALED
AIRTIGHT FOR FULL HEIGHT, TAPE FINISH
ALL GYP. BD. JOINTS & FASTENERS,
CAULK PERIMETER AND ALL PENETRATIONS

CONT. BOTTOM TRACK

CONT. 3 5/8" STUD TO DECK
NO GYP WB. REQ'D.
BEGIN 6" ABV. SCHED. CEILING

CONT. 3 5/8" STUD TO DECK
NO GYP WB. REQ'D.
BEGIN 6" ABV. SCHED. CEILING

CONT. 3 5/8" STUD TO DECK
2 LAYERS GYP BD
ONE SIDE ONLY W/ SOUND BATT 3 1/2" SOUND ATTENUATION

INSULATION

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

CONT. BOTTOM TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

1 LAYER OF
5/8" TYPE X GYP.
WB

3 1/2" SOUND ATTENUATION
INSULATION

WALL TYPE W5c

CERAMIC TILE UP TO 4'-0"
ABV. FF OVER 5/8" M.R.
GYP. BD. UP TO ABOVE CEILING
APPROX. 6"

1 HOUR PARTITION

PER UL #465 TO ROOF

DECK

SOUND RATING

STC 35

SOUND RATING

STC 35

WALL TYPE W6

3 1/2" SOUND ATTENUATION
INSULATION

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

1 LAYER OF
5/8" TYPE X GYP WB
OVER 3 5/8" MTL
STUDS, @ 16" O.C.

CONT. BOTTOM TRACK

CONT. 3 5/8" STUD TO DECK
GYP BD ONE SIDE ONLY W/
SOUND BATT. BEGIN 6"
ABV. SCHED. CEILING

5 1/2" SOUND ATTENUATION
INSULATION

2 LAYERS OF
5/8" GYP TYPE X  WB
OVER 6" MTL
STUDS, @ 16" O.C.
OUTER LAYER- 5/8" MR

GYP. WB IN PSYCH.

OBSERV. ONLY

1 LAYER OF
5/8" TYPE X GYP. WB
5/8" MR GYP WB IN

PSYCH. OBSERV.

ONLY

CONT. BOTTOM TRACK

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

SOUND RATING

STC 45

1 HOUR PARTITION

PER UL #465 TO ROOF

DECK

WALL TYPE W7

3 1/2" SOUND ATTENUATION
INSULATION

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

1 LAYER OF
5/8" TYPE X GYP WB OVER
3 5/8" MTL STUDS, @ 16" O.C.

CONT. BOTTOM TRACK

NOTE: PARTITION SHALL BE  SEALED
AIRTIGHT FOR FULL HEIGHT, TAPE FINISH
ALL GYP. BD. JOINTS & FASTENERS,
CAULK PERIMETER AND ALL PENETRATIONS

WALL TYPE W8

SOUND RATING

STC 50

NOTE: PARTITION SHALL BE  SEALED
AIRTIGHT FOR FULL HEIGHT, TAPE FINISH
ALL GYP. BD. JOINTS & FASTENERS,
CAULK PERIMETER AND ALL PENETRATIONS

CONT. 3 5/8" STUD TO DECK
2 LAYERS GYP BD
ONE SIDE ONLY W/ SOUND BATT
BEGIN 6" ABV SCHED CEILING

SOUND RATING

STC 50

NOTE: PARTITION SHALL BE  SEALED
AIRTIGHT FOR FULL HEIGHT, TAPE FINISH
ALL GYP. BD. JOINTS & FASTENERS,
CAULK PERIMETER AND ALL PENETRATIONS

1 HOUR PARTITION

PER UL #465 TO ROOF

DECK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

CONT. BOTTOM TRACK

2 LAYERS OF
5/8" TYPE X  GYP. WB
OVER 3 5/8" MTL
STUDS, @ 16" O.C.

SINGLE LAYER
5/8" TYPE X GYP WB

WALL TYPE W9

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

SOUND RATING

STC 45

NOTE: PARTITION SHALL BE  SEALED
AIRTIGHT FOR FULL HEIGHT, TAPE FINISH
ALL GYP. BD. JOINTS & FASTENERS,
CAULK PERIMETER AND ALL PENETRATIONS

3 1/2" SOUND ATTENUATION
INSULATION

1 LAYER OF
5/8" TYPE X GYP WB OVER
3 5/8" MTL STUDS, @ 16" O.C.

CONT. 3 5/8" STUD TO DECK
GYP BD ONE SIDE ONLY W/
SOUND BATT. BEGIN 6"
ABV. SCHED. CEILING

WALL TYPE W6a

NOTE: PARTITION SHALL BE  SEALED
AIRTIGHT FOR FULL HEIGHT, TAPE FINISH
ALL GYP. BD. JOINTS & FASTENERS,
CAULK PERIMETER AND ALL PENETRATIONS

SOUND RATING

STC 45

CERAMIC TILE UP TO 4'-0"
ABV. FF OVER 5/8" CEMENT BD
ON 3 5/8" STUDS
UP TO ABOVE CEILING
APPROX. 6"

SINGLE LAYER 5/8" TYPE X
GYP. WB

CONT. STUD TO ROOF
DECK W/ 1 LAYER GYP WB
BEGIN 6" ABV SCHED. CEILING

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

CONT. BOTTOM TRACK

WALL TYPE W10

SCHED. CEILING

6"

CONT. BOTTOM TRACK

NO SOUND RATING

CERAMIC TILE UP TO 4'-0"
ABV. FF OVER 5/8" CEMENT
BD. ON 3 5/8" STUDS

WALL TYPE W12

SOUND RATING

STC 45

NOTE: PARTITION SHALL BE  SEALED
AIRTIGHT FOR FULL HEIGHT, TAPE FINISH
ALL GYP. BD. JOINTS & FASTENERS,
CAULK PERIMETER AND ALL PENETRATIONS

1 HOUR PARTITION

PER UL #465 TO ROOF

DECK

PROVIDE CONT. TOP TRACK
ALLOW 1" FOR VERT. DEFLECTION
OR PROVIDE SLIP TRACK

PROVIDE ADDITIONAL
3 5/8" STUD DIAGONAL
BRACING 48" O.C. TO STRUCTURE

CERAMIC TILE UP TO 4'-0"
ABV. FF OVER 5/8" CEMENT
BD. ON 3 5/8" STUDS
UP TO ABOVE CEILING
APPROX. 6"

SINGLE LAYER 5/8" TYPE X
GYP. WB

CONT. BOTTOM TRACK

WALL TYPE W11

NO SOUND RATING NO SOUND RATING

SCHED. CEILING

6"

SCHED. CEILING

6"
CONT. BOTTOM TRACK

CERAMIC TILE UP TO 4'-0"
ABV. FF OVER 5/8" CEMENT BD.
ON 3 5/8" STUDS

CERAMIC TILE UP TO 4'-0"
ABV. FF OVER 5/8" CEMENT BD
ON 3 5/8" STUDS

5/8" GYP. WB

WALL TYPE W12a WALL TYPE W12b

3 5/8" STEEL STUD 3 5/8" STEEL STUD 3 5/8" STEEL STUD

6" STL STUD

2 LAYERS 5/8" TYPE X GYP WB OVER
LEAD LINING UP TO 7'-0"
OVER 3 1/2" MTL
STUDS, @ 16" O.C.

1 LAYER OF
5/8" TYPE X GYP.
WB
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